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Intelligent manufacturing | Key product for digital transformation
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®Universal and Multi-functional. Challenging the industry's most cost-effective data collection module.
®Markers and LED indicators for clear identification and improved maintenance efficiency.
® Compact and minimalist design allows easy installation and connection.

@ Simple wiring and easy to operate; greatly improves the efficiency of system integration.
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Digital Input / Output Module

Product Model GFNA-1834D | GFNA-2844D | GFNA-1834N | GFNA-2844N

Technical Specifications

Power supply 24 VDC Sink 100~220 VAC
Number of Digital Input 8
Digital Input Sink / Source 24 VDC Sink |24 VDC Source | 24 VDC Sink |24 VDC Source
Digital Input On-state signal voltage 15..30 VDC
Digital Input Off-state signal voltage 0..10 vDC
Number of Digital Output 4
Digital Output Load voltage 24 VDC (+10%)
Digital Output Load specification Ohmic, lamp load
Digital Output Sink / Source Sink
Max. output current 0.5A
Interface RS485
Protocol Modbus RTU
Format N, 8,1
Baud rate selectable 1200/9600/19200/115200 bps
General Data
Width x Depth x Height 30x 100 x 97 mm
r Operating temp. 0..+60°C
Storage temp. -25..485°C
Relative humidity RH 95%, non-condensing
Altitude limit <2000 m
. . Ingress Protection (IP) IP 20
Delight Through Connections olution sevrty 1
Safety Approval CE
Wire range (IEC/UL) 0.2 mm2 ~ 1.5 mm2/ AWG 24~16

Digital Input/Analog Input Module

| ProductModel | GFNA-1852D | GFNA-1862D | GFNA-1852N | GFNA-1862N

Technical Specifications

Power supply 24 VDC Sink 100~220 VAC
Number of Digital Input 8
Digital Input Sink / Source 24 VDC Sink
Digital Input On-state signal voltage 15..30 vDC
Digital Input Off-state signal voltage 0..10 vDC
Number of Analog Input 2
Analog Input Resolution 12 bit
Analog Input type Voltage 0...10 VDC | Current 4...20 mA| Voltage 0...10 VDC|Current 4..20 mA
Analog Input Differential
Analog Input Accuracy +0.1%
Analog Input impedance 400 KQ, typical
Analog Input Sample rate 500 per second
Interface RS485
Communication Data
Protocol Modbus RTU
Format N, 8,1
Baud rate selectable 1200/9600/19200/115200 bps
General Data

Width x Depth x Height 30x 100 x 97 mm
Operating temp. 0..+60°C
Storage temp. -25..485°C
Relative humidity RH 95%, non-condensing
Altitude limit <2000 m
Ingress Protection (IP) IP 20

° Doudin CO.’ Ltd. Pollution severity I
Safety Approval CE

No. 19, Wuquan 2nd Rd., Wugu Dist., New Taipei City 24890 Wire range (IEC/UL) 0.2 mm2 ~ 1.5 mm2 / AWG 24~16

Tel :886-2-8069-9000
Fax : 886-2-2290-1707
E-mail : service@daudin.co

Li Yang Electric Machinery (Dongguan) Co., Ltd.

No.2, Jingianling 1st St., Jitigang Village, Huangjiang Town,
Dongguan City, Guangdong Province, China

Tel:+86-769-8336-4350
Fax: +86-769-8384-8634
E-mail : service@daudin.co

The Company reserves the right to modify and change the design of products. www.daudin.co YouTube



